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MAICO easyScreen

Touchscreen based device for AABR hearing screening
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Fast and reliable Newborn Hearing Screening
The MAICO easyScreen is the easy-to-use device to handle 

automated ABR hearing screening fast and securely.

Intuitive user interface
The easyScreen has a large multicolour touchscreen offering 

comfortable navigation and enables an intuitive workflow. 

The superprecise, capacitive screen even allows working 

with gloves. 

Data Management
The easyScreen offers flexible data entry possibilities and 

high accessability of information. Customize the user and 

tracking fields according to your personal needs. 

Features at a glance
• Fast and easy AABR hearing screening using the  

CE-Chirp® stimulus

• Powerful ABR detection algorithm for short test time 

• Intuitive user interface with easy-to-learn operation

• Advanced database system with tracking capabilities

• Configurable patient and tracking information fields

• Large multicolour touchscreen for comfortable navigation

• Multifunctional docking station for fast and safe data 

transfer and battery charging



Technische Daten easyScreen
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INSTRUMENT SPECIFICATIONS

Test Signals CE-Chirp®

Stimulus Rate 92.5/s

Stimulus Level: 35 dB nHL

Quality Control Signal quality display or EEG signal

Electrical impedance 

Measurement

automatic

Maximum Test Time 180 seconds

Weight 415 g (with battery)

Dimensions 206 mm x 84 mm x 36 mm

Display 4.3" full color display with high bright white 

LED back-light

User Interface Capacitice touchscreen

User Feedback Integrated speaker, vibrator

Memory 8 GB

Connector ABR / OAE

Data interfaces Bluetooth®

Battery Lithium-Ion

DOCKING STATION

PC interface USB

Power Supply AC 100-240 V~50/60 Hz, 600 mA

PREAMPLIFIER

EEG Filter 0.5 Hz-5.0 kHz

Gain 72 dB

CMRR >100 dB

Electrode Cables black, yellow, white; 510 mm legth

Connectors EEG electrodes, transducer

TRANSDUCER

E-A-RTONE 3A 

Insert Earphones

50 Ohms, with insert phone or earcup 

adapter

Plug With calibration memory

PRINTER OPTIONAL

Type MLP II

Connection Bluetooth®

Battery Lithium-Ion

Charger AC 100-250 V ~ 50/60 Hz, 200 mA

Weight 360 g

Paper Thermal paper or labels

STANDARD

IEC 60601-1 according to medical device directive 93/42/CEE

STANDARD COMPONENTS

easyScreen device, docking station with power supply, preamplifier, insert 

earphones, electrode lead wires, carrying case

OPTIONAL ACCESSORIES  

Hardware tester (pass checker), MAICO suite PC package, MLP II label 

printer

SANIBEL

We highly recommend to use Sanibel disposables in order to guarantee 

optimal test results. 

Specifications are subject to change without notice. 
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