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Syna bedeutet auf Griechisch 

„zusammen“, was das Bestreben 

von Synamedia wiederspiegelt, 

Broadcast- und OTT-

Mediendienste 

zusammenzubringen und Kunden 

zu ermöglichen, 

außergewöhnliche 

Kundenerlebnisse zu bieten.



Was wir liefern

Video Erlebnisse und Cloud-DVR

Lösungen zum Verwalten, Cloud-Recording, Anzeigen von 
Content und Abonnentenanalysen.

Video Security

Kritische Technologie zur Gewährleistung der Sicherheit 
von Inhalten in der gesamten Video-Value Chain.

Video Processing

Content encoding, transcoding, management, und 
Orchestrierungslösungen für Live-content, VOD und Multi-
Screen.



Vertraut von Top-Satellite-DTH- / Kabel- / Telekommunikations- / OTT-
Betreibern und Broadcasters

• 50%+ of Tier 1 operators are customers

• 10+ years average Tier 1 tenure

• Deployed in 1 out of 3 global pay TV households 

• Never-hacked security platform 

Der weltweit größte Anbieter von Videolösungen für Pay-TV-Betreiber

• Market leading cloud DVR and video delivery platforms

• #1 market share in client software (Synergy Research)

• A market leader in content security (Synergy Research)

• Awarded 250+ US patents

• Awarded 340+ non-US counterpart patents

30
Jahre Erfahrung

China DTH



Market Drivers

Größere Auswahl für 
den Verbraucher
als jemals zuvor

Neue globale 
Wettbewerber

die nicht auf Geografie 
und Infrastruktur 
beschränkt sind

Einzelne Entitäten
welche jetzt Content 
erstellen und liefern 
koennen

Breitband 
Anforderungen

bestehende Anbieter 
helfen, Subscribers zu 

behalten



Herausforderungen

• Consumers können ungebunden 
sein

• OTT-Anbieter verändern die 
Landschaft

• Bestehende Infrastrukturen müssen 
beim Übergang zur Cloud 
monetarisiert werden



Schnellere
Markteinführungen, 

um den Umsatz 
schneller zu steigern

Vereinfachen, 
optimieren und 
verbessern Sie 

Ihre 
Videoperationen

Kosten reduzieren, 
ohne die 

Videoqualität zu 
änderen

Anforderungen an das 

Video Processing



Schnellere 
Markteinführungen, 

um den Umsatz 
schneller zu steigern

Die 7 Trends in 

Video Processing



DCM Appliance
Modular software platform with 

hardware acceleration

FPGA: Packet and 
Baseband Processing

ASICS/DSP:
Codecs

Dedicated Infrastructure

xGress app Mux app xCode app Statmux app
xGress

Microservice
Mux 

microservice
xCode

microservice

Statmux
microservice

Virtual DCM
DCM Applications offered as 
microservices-based virtual functions

Premium PQ

Same Software 
Stack

Future proof 
innovation Cloud Infrastructure

Common 
Management

Flexible 
deployment

Trend 1: Video Appliances sind noch nicht tot

Packet 
Processing

Packet 
Processing

Baseband 
Processing

Codecs
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Trend 2: Konvergenz von erstem Bildschirm und OTT

TS Video
SAT Reception

Cable
Sat
IPTV

Transcoding Muxing

Transcoding Packaging ABR Video

OTT

ABR Video

TS Video

SD / HD

UHD

MP2/AVC

HEVC

IP 
compressed

SDI (over IP)

One Headend – One Delivery Network – One User Experience
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Trend 2: Konvergenz von Use Cases / Applications

Use Case 1 – Live Linear Streaming Pipeline
“Push Workflow (Live, Low-Latency option)”
vDCM xCode + vDCM LP + ABRE-E DRM
SCFD or MCFD (*)
Resiliency: 1:1 and N:M

xCode
Linear

Packager
JITP CDN

xCode
TS (MPEG-TS)

ATS (MPEG-TS)

xCode MUX

SMC

TS (MPEGS)

xCode
Linear

Packager
Origin

TS

ATS (MPEG-TS)
IP

CDN

IP

MUX
TS (MPEG-TS) IP

IP

DRM

Origin

HLS, HSS & 

DASH

DASH CIF

DRM
HLS, HSS & 

DASH

Use Case 2 – cDVR JITP Streaming Pipeline
“Pull with JITP (feeding cDVR)”
vDCM xCode + vDCM LP + SO + VMP JITP + ABR-E DRM
SCFD or MCFD (*)
Resiliency: 1:1 and N:M

Use Case 3 - Broadcast Statmux (Cable / DTH /  Terrestrial)
“vDCM xCode (URC Statmux System)”
SCFD or MCFD (*)
Resiliency: 1:1 and N:M

Use Case 4 – Broadcast CBR (Cable, IPTV, ATV)
vDCM xCode (CBR)
SCFD or MCFD (*)
Resiliency: 1:1 and N:M

Use Case 5 – Broadcast Linear TS Processing
vDCM Processing (MUX, FEC, CA, Source Protection, DPI, LSS)
SCFD or MCFD (*)
Resiliency: 1:1 and N:M

Broadcast

Streaming

TS

IP

TS

IP

TS

IP

TS

IP

ABR Video

TS Video

SD / HD

UHD

MP2/AVC

HEVC

IP 
compressed

SDI (over IP)
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Trend 3: Wechseln zum Datencenter

Host OS

Hypervisor

Guest OS

bins/libs

App A

Guest OS

bins/libs

App B

Host OS

Docker Engine

bins/libs

App A

bins/libs

App B

Host OS

bins/libs

App A

Host OS

bins/libs

App B

Bare Metal Deployment HW Virtualization Containers

• Able to access HW directly
• Performant (no HW emulation)
• Full use of resource

• Portability between hosts
• Elasticity
• Flexibility and Isolation of 

Apps

Best of both
Best balance between 

flexibility and performance

ABR Video

TS Video

SD / HD

UHD

MP2/AVC

HEVC

IP 
compressed

SDI (over IP)
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Trend 3: Wechseln zum Datencenter

ABR Video

TS Video

SD / HD

UHD

MP2/AVC

HEVC

IP 
compressed

SDI (over IP)

Cloud Object StoreCompute Pool

vDCM

xCoder
ATS vDCM Packager

PushHLS & 

DASH
Scalable

Origin

Push
VMP JITP

Common CIF
HLS &

DASH

Pull Pull

cDVR

Datacenter 
Infrastructure 
Mgmt

OS, Virtualization, 
Container Mgmt

Streaming
ABR / Any Screen

Broadcast

On-Prem

Container Orchestration

Off-Prem

vDCM

ABR2TS

CDN

vDCM

xCoder

vDCM

SMX

vDCM

MUX/SCR

IP
 C
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nt

s
S
T
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s

VSM Application Controller

DRM

Common CIF

Media Plane Deployer

TS Video

ABR Video

DRM

Kibana & Grafana Dashboards

Influx Prometheus ELK

VSM UI

Automation and Integration with other Systems
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Trend 3: Wechseln zum Datencenter

ABR Video

TS Video

SD / HD

UHD

MP2/AVC

HEVC

IP 
compressed

SDI (over IP)

New Models are possible

• Eigene Seite
• Redundant-Site
• Private Coud
• Public Cloud (z. B. für 

Redundanz)

• Intern verwaltet 
• Extner verwaltet

• Video Abteilung
• IT Abteilung

Verantwortung ist 
eine Kombination 

von

Operations ist eine  
Kombination von

Standort ist eine  
Kombination von
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Trend 4: Bandbreitenreduzierung: Stream Video Quality

SVQ: 9.0 SVQ: 7.1

SVQ: 5.4 SVQ: 3.7

SVQ-Level
9  

0  10

87

Good to 
Excellent

Fair to 
Good

Poor to Fair

Bad to 
Poor
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Trend 4: Bandbreitenreduzierung: smart rate control

CBR File-size 103 MB

Cisco SRC File-size 50 MB

CBR Cisco SRC

SVQs Average 9.86 9.62
SVQs Minimum 8.84 8.84

Average Bitrate (Mbit/s): 2.0 Mbit/s

Bitrate saving (%): 52 %

720p60 constant @ 4.1Mbit/s 720p60 average @ 2.0Mbit/s

Bandbreiten-
reduzierung

2s  segments. Total duration of clip: 200s.

Cisco 

Smart Rate 

Control

Encoding

CBR

0
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1 6 11 16 21 26 31 36 41 46 51 56 61 66 71 76 81 86 91 96

B
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HLS segments

Constant Bitrate Smart Rate Control
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Trend 4: Bandbreitenreduzierung: Beispiel

Die Kanäle wurden mit einem einzigen ABR-Profil bei 720p50 codiert und mit 
einer begrenzten Bitrate von 5 MBit/s. Der SVQ-Zielwert wurde auf 9,3 festgelegt

Bandbreitenreduzierung 

während Live-Kanal-Test

durchschnittliche 

Ersparnis ist



© 2018  Synamedia and/or its affiliates. All rights reserved. Synamedia Confidential

Trend 5: Optimieren von Streaming : Multicast ABR

OMD Director ABR HE & CDN MC-NetworkMC-Sender

Centralized Management 
on Private or Public 

Clouds

Ingest Live Unicast HLS, 
HSS, DASH from Origin 

Server

Unicast to Multicast  
Conversion and FEC and 

publish to Routers

MC-Receiver

Network Router 
Multicast Replication 

across Core and Access 
Networks

Multicast to Unicast 
Conversion in Embedded 

HGW or STB

Encode

Transcode

ABR
Package

Origin

Multicast
Receiver in 

HGW or STB

Unicast ABR

CDN

Multicast 
ABR

Multicast
Receiver in 

HGW or STB

Unicast ABR

Unicast ABR

Multicast 
ABR

Multicast 
ABR

MC-Controller
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Broadcast

ABR

OS, Virtualization, 

Container Mgmt

Datacenter 

Infrastructure Mgmt

Linear
SDI, MPEG2, 

AVC, HEVC, 2022-

6

Application Integration Framework

Wire Up of the end-to-end flow (e.g. VSM for Live-Linear)
Each application exposes

rich set of APIs

SDI, MPEG2, 

AVC, HEVC, 2022-

6

Virtual DCM

ABR2TS

Open Media 

Distribution

Cloud Object StoreCompute Pool

Linear

Virtual DCM

ABR xCode

ABR-E

DRM

Linear

Segment 

Recorder

JIT

Packager

Scalable

Origin

Low Latency Linear

On-Prem

Container Orchestration

Off-Prem

C-CIF

Linear

Packager

Trend 6: Von ABR nach TS 
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Trend 7: Low Latency

Pack/ 

Origin
ABR TxC

vDCM vDCM

MABR TXCDN

OMD MABR

ABR 

Client
MABR RX

MABR TheoPlayer

Segment Duration (s) End-to-end latency (s) Low 
Latency Client

2 7.5
6 7.5
10 7.5

• Reduced 

buffering

• video/audio 

shift

• GOP size

• Publish 

segments in 

chunks

• In-memory 

origin with CTE 

RX/TX

• CTE Support 

RX/TX

• CTE Support 

RX/TX

• CTE Support 

RX/TX

• Low Latency client 

starts playout based 

on chunks while still 

downloading 

segments

Der letzte Schritt in voller Konvergenz ist eine bessere Latency



G e b e n  d i e  Z u k u n f t  d e s  V i d e o s  g e s t a l t e n

Tim DeVreese

tdevreese@synamedia.com


