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Family business in the third generation

FOUNDED: 1947 by Peter Bröckskes sen. 
an independent, medium-sized company. 

CEO: Peter Bröckskes and Sabine Bröckskes-Wetten 

PLANT/LOCATION: In Viersen (Lower Rhine) 110.000 m2 company site. 

Own manufacturing from copper conductor to outer sheath. 

VDE approved burnchamber and laboratory within the company. 

EMPLOYEES/WORKERS: Approx. 430 at the plant in Viersen, 550 worldwide 

YEARLY SALES: Approx. 134 Mio. € worldwide 

PRODUCTS: Special Cables 

Measurement Technology 

Cable Harnessing 

CERTIFICATES Quality management system  
AND APPROVALS: acc. to DIN EN ISO 9001  

for every manufacturing field 

Environmental management system acc. to DIN EN ISO 14001 

Occupational health and safety management  
acc. to NLF/ILO-OSH and DIN ISO 45001 

Energy management system acc. to DIN EN ISO 50001

75 years of experience in cable and wire manufacturing as well as in temperature measurement technology turned a one-
man business into a company with more than 550 employees. We prove our strength every year with more than 1500 

special products according to customers' requirements. Each product is a new challenge for our creative technical team. We at 
B see ourselves as a manufacturer and a service provider – in the sense of true partnership and the greatest possible 
customer orientation. 

Today, the quality of our products is known and appreciated in more than 100 countries around the world. In all product ranges, 
we are certified according to DIN EN ISO 9001. Furthermore, we have implemented an environmental management system for 
our company according to DIN EN ISO 14001, an occupational health and safety management system according to NLF/ILO-
OSH and DIN ISO 45001, and an energy management system according to DIN EN ISO 50001. 

And also for the future, our slogan is: “WE GO FORWARD!”
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E-MOBILITY – HIGH VOLTAGE MEASUREMENT TECHNOLOGY

Reliable temperature measurement at HV components

For more than 10 years S Bröckskes as a worldwide leading cable manufacturer is confronted with the challenges of 
development and optimization of high-voltage cables as well as high-voltage measurement technology for components in 
electro-mobility. As a leading manufacturer we optimize our products with regard to the steadily changing requirements and 
develop continuously new products in the range of temperature measurement technology and wiring for a better and 
sustainable mobility in future. 

The transport sector is the third biggest polluter with greenhouse gases after the energy sector and industry with 
approximately 20 percent CO2-emission (2019). The biggest part of transport pollution (94 percent) is caused by 
traffic. Fuel and diesel powered cars are responsible for 59 percent thereof“.   
(German government)  

This is the reason why the development of electric drives are of greatest importance for the transport sector.  
E-mobility has become much more than a niche market.

The measuring system has been especially designed  
for a safe temperature measurement at high-voltage 
components and therefore is extremely suitable for the 
stationary and mobile application in the field of electro-
mobility – electric and hybrid vehicle. 

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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T641/T645      page 19-21 

HV CAN and ECAT AD measuring modules 
for direct voltage measurement and 

standard sensors (analogue measurements) 

 T644     page 18 

HV STG4 pro BS20 
for measurements 
with strain gauges

  T641    page 15 

HV PT2 / HV PT8 
temperature measurement 
with PT100- and PT1000 
resistance thermometers

T642  
page 17 

HV IEPE3 FL100 
safe measurement  

of acceleration,  
power and pressure 

with IEPE sensors

T141 / T151  
page 8-14 

HV TH4 evo / HV TH8 evo 
temperature measurement 

with thermocouples: 
NiCr-Ni temperature  

input (type K)

A safe and precise collection of temperatures (thermocouples and PT 
sensors) and analogue measuring signals can be realized by CSM HV 
measuring modules in HV environments. CSM HV measuring modules 
offer tested safety acc. to DIN EN 61010 and due to the multi-level safety 
concept a measuring chain is set up between sensor and data collection 
by special sensor cables and HV measuring modules. Furthermore, also 
standard sensors of LV environments can be used for HV applications. 

The measuring modules are appropriate for use in road tests or for test 
benches as 19 “ insert module. 

For more information, plese see 
www.csm.de

E-MOBILITY – HIGH VOLTAGE MEASUREMENT TECHNOLOGY

Safe and efficient measurement  
with CSM measurement technology

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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HV test adapters are used for the adaptation of 
HV sensors in fixed installation and are 
available for all sensor types in high voltage 
environments. The test adapter is among 
others appropriate to test installed sensors for 
potential equalisation measurements or the 
fixed mounting in empty housings.

▶ HV TEST ADAPTER

The use of HV PT sensors in HV environments 
is wide ranging in vehicle technology 
especially whenever a small thermal mass, 
short response times by full-surface contact as 
well as a thin construction combined with an 
exact measurement are required. The 
application includes among others the 
temperature collection between the individual 
cells of a HV battery.

▶ HV SENSORS PT100/1000

Temperature 

resistant 

  up to +200°C 
HV type K sensors with high temperature 
design can be used in HV environments of 
vehicle technology as well as the standard HV 
sensors especially whenever high process 
temperatures are expected in the whole 
environment. This can be for example a 
thermal hardening process of insulating 
materials in E-units or other HV components.

▶ HV SENSORS TYPE K HT

The use of HV type K sensors in HV 
environments is wide-ranging in vehicle 
technology and guarantees a safe 
measurement especially wherever a robust 
sensor and an exact temperature collection is 
needed. The sensors are used in HV 
components as for example inverters, electric 
motors, HV batteries and power electronics. 
The HV sensors are appropriate for the 
stationary as well as for mobile test drives.

▶ HV SENSORS TYPE K

Product presentation

E-MOBILITY – HIGH VOLTAGE MEASUREMENT TECHNOLOGY

www.sab-cable.com
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Our highly flexible HV single cores and sensor cables are 
especially appropriate for the laying at HV test benches. 
The HV single cores are an optimal feed line for electric 
motors or battery systems. By the use of silicone as 
insulating material combined with a fine stranding, the 
cables can be installed easily. The screened HV single core 
offers a 100% EMC protection by a double screening of 
braid and aluminium foil.

▶ HIGHLY FLEXIBLE HV CABLES

By the use of HV measuring cables (two of 
three core types) reliable measurements of DC 
and AC voltage in HV environments can be 
made. The measuring cables are designed for 
an operating voltage of up to 1800 V. 
Furthermore, the cores are colour coded acc. to 
the voltage type - red and black for plus and 
minus pole as well as brown, black and grey for 
the phases L1, L2 and L3. 

▶ HV VOLTAGE MEASUREMENT

The analogue and voltage measuring cable are 
especially appropriate for the creation of safe HV 
measuring chains for example between sensors with 
analogue voltage output and the CSM measuring 
modules of series HV AD. By the use of these HV 
measuring cables combined with the suitable 
measuring module a voltage up to 90 V and a high 
voltage up to 1000 V in the stationary test field or 
mobile road test can be measured.

▶ HV ANALOGUE  
    MEASURING CABLE AND 
    VOLTAGE MEASURING CABLE

In order to measure acceleration and 
mechanical tension (strain gauge), HV sensor 
cables are needed. By the use of these special 
sensor cables for example tri-axial IEPE 
acceleration sensors and strain gauges in full 
and half bridge of the standard low voltage 
ranges can be used. In combination with the 
CSM measuring modules HV IEPE3 FL100 and 
HV STG4 pro BS20 reliable measurements in 
stationary as well as mobile application for 
example at test benches can be realised.

▶ HV SENSOR CABLE 
    ACCELERATION &  
    STRAIN GAUGES

E-MOBILITY – HIGH VOLTAGE MEASUREMENT TECHNOLOGY

Product presentation

www.sab-cable.com
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item no.
connection  

cable length 
[mm]

single channel length [mm] type of measuring tip

channel 1 channel 2 channel 3 channel 4 measuring tip

T141-056-330 2400 400 400 400 400 insulated

T141-051-650 2400 400 400 400 400 bare

T141-061-909 3000 580 560 575 355 insulated

B identification:  

item number, batch number 

CONFIGURATION EXAMPLES

Tests:
▶ Cable test 
over single channel in water bath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Sensor test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

measuring tip bare

measuring tip insulated

outer sheath and HV identification 

inner sheath (double insulation  
and wear indicator) 

thermocouple type K 

type K identification

cable length

channel lengthscoop-proof area

HIGH VOLTAGE TEMPERATURE MEASUREMENT TECHNOLOGY

HV temperature sensor type K 
HV 4-channel thermocouple with FEP insulated thermo channels

Total cable and channel lengths can be realised on customer’s request.

Application range: 
Safe HV temperature measurement  
in HV environments 

 

Connector: 
Lemo Redel male connector with orange kink protection 
sleeve and black protecting cap, 8-pin, B-coded  
1000 V AC voltage-stable – IP 67 when connected

Cable data: 
Connection cable:                    HV thermo cable type K 

Insulation:                                 FEP – green and white 

Pair sheath:                              FEP – orange with green vertical stripes 

Inner sheath:                            FEP – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with green vertical stripes 

Stranding:                                 paired construction (for EMC) 

Outer diameter:                        approx. 6,1 mm 

Dielectric strength:                  1000 V AC over single channel 

Temperature range                   
fixed laying:                                -50°C / +150°C 
flexible application:                    -40°C / +150°C 

Special characteristics:           contact protection  
                                                  of individual channels ✔ 

                                                  mechanically rugged ✔

                 Sensor: 
Thermocouple:                4 x type K 

Limit deviation:                 class 1 

Measuring point:               bare or electrically insulated (1000 V) 

Temperature range  
single channel:                -40°C / +180°C 

Response time:                 on request

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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outer sheath and HV identification 

inner sheath (double insulation  
and wear indicator) 

thermocouple type K 

type K identification

cable length

channel length

HIGH VOLTAGE TEMPERATURE MEASUREMENT TECHNOLOGY

HV temperature sensor type K 
HV 4-channel thermocouple with PI (polyimide) insulated thermo channels

B identification:  

item number, batch number 

Tests:
▶ Cable test 
over inner sheath in water bath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Sensor test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

Application range: 
Safe HV temperature measurement  
in HV environments 

 

Connector: 
Lemo Redel male connector with orange kink protection 
sleeve and black protecting cap, 8-pin, B-coded  
1000 V AC voltage-stable – IP 67 when connected

Cable data: 
Connection cable:                    HV thermo cable type K 

Insulation:                                 PI foil 

Pair sheath:                              PI foil 

Inner sheath:                            FEP – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with green vertical stripes 

Stranding:                                 optimised in layers 

Outer diameter:                        approx. 4,5 mm 

Dielectric strength:                  1000 V AC over inner sheath 

Temperature range                   
fixed laying:                                -50°C / +150°C 
flexible application:                    -40°C / +150°C 

Special characteristics:           small cable diameter for narrow spaces ✔

                 Sensor: 
Thermocouple:                4 x type K 

Limit deviation:                 class 1 

Measuring point:               bare or electrically insulated (1000 V) 

Temperature range  
single channel:                -40°C / +250°C 

Response time:                 on request

item no.
connection  

cable length 
[mm]

single channel length [mm] type of measuring tip

channel 1 channel 2 channel 3 channel 4 measuring tip

T141-058-907 2400 400 400 400 400 bare / channel oil resistant

T141-051-415 2400 400 400 400 400 bare

T141-060-960 3000 570 620 560 385 insulated

Total cable and channel lengths can be realised on customer’s request.

CONFIGURATION EXAMPLES

scoop-proof area

measuring tip bare

measuring tip bare/channel oil resistant

measuring tip insulated 
(open shrinkable sleeve)/channel oil resistant

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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HV temperature sensor type K 
HV 4-channel thermocouple with PFA insulated thermo channels
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outer sheath and HV identification 

inner sheath (double insulation  
and wear indicator) 

thermocouple type K 

type K identification

measuring tip bare

measuring tip insulated

HIGH VOLTAGE TEMPERATURE MEASUREMENT TECHNOLOGY

item no.
connection  

cable length 
[mm]

single channel length [mm] type of measuring tip

channel 1 channel 2 channel 3 channel 4 measuring tip

T141-063-016 2400 400 400 400 400 bare

T141-063-018 3000 500 500 500 500 bare

T141-063-019 2400 400 400 400 400 insulated

T141-063-020 3000 500 500 500 500 insulated

cable length

channel length

B identification:  

item number, batch number 

Tests:
▶ Cable test 
over single channel in water bath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Sensor test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

Application range: 
Safe HV temperature measurement in HV environments 

 

Connector: 
Lemo Redel male connector with orange kink protection 
sleeve and black protecting cap, 8-pin, B-coded  
1000 V AC voltage-stable – IP 67 when connected

Cable data: 
Connection cable:                    HV thermo cable type K 

Insulation:                                 PFA – green and white 

Pair sheath:                              PFA – green acc. to RAL 6018 

Inner sheath:                            FEP – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with green vertical stripes 

Stranding:                                 paired construction (for EMC) 

Outer diameter:                        approx. 4,4 mm 

Dielectric strength:                  1000 V AC over inner sheath 

Temperature range                   
fixed laying:                                -50°C / +150°C 
flexible application:                    -40°C / +150°C 

Special characteristics:           small cable diameter for narrow spaces ✔

                 Sensor: 
Thermocouple:                4 x type K 

Limit deviation:                 class 1 

Measuring point:               bare or electrically insulated (1000 V) 

Temperature range  
single channel:                -40°C / +250°C 

Response time:                 on request

CONFIGURATION EXAMPLES

Total cable and channel lengths can be realised on customer’s request.

scoop-proof area

NEW

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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item no.
connection  

cable length 
[mm]

single channel length [mm] type of measuring tip

channel 1 channel 2 channel 3 channel 4 measuring tip

T151-061-737 3000 500 500 500 500 insulated

T151-061-736 3000 500 500 500 500 bare

outer sheath and HV identification 

inner sheath (double insulation  
and wear indicator) 

thermocouple type K 

type K identification

measuring tip bare

measuring tip insulated

cable length

channel length

HIGH VOLTAGE TEMPERATURE MEASUREMENT TECHNOLOGY

HV temperature sensor type K 
HV 4-channel thermocouple as high temperature version

B identification:  

item number, batch number 

Tests:
▶ Cable test 
over blue inner sheath in water bath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Sensor test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

Application range: 
Safe HV temperature measurement  
with ambient temperatures up to + 200°C  
(for example in hardening processes  
of impregnated motor windings) 

 

Connector: 
Lemo Redel male connector with orange kink protection 
sleeve and black protecting cap, 8-pin, B-coded  
1000 V AC voltage-stable – IP 67 when connected

Cable data: 
Connection cable:                    HV thermo cable type K HT 

Insulation:                                 PFA – green and white 

Pair sheath:                              PFA – green acc. to RAL 6018 

Inner sheath:                            FEP – blue acc. to RAL 5024 

Outer sheath:                           Besilen® 

Sheath colour:                          orange with green vertical stripes 

Stranding:                                 paired construction (for EMC) 

Outer diameter:                        approx. 4,4 mm 

Dielectric strength:                  1000 V AC over inner sheath 

Temperature range                   
fixed laying:                                -40°C / +220°C 
flexible application:                    -25°C / +220°C 

Special characteristics:           high temperature resistant ✔ 

                                                  highly flexible ✔ 

                                                  small cable diameter  
                                                  for narrow spaces ✔

                 Sensor: 
Thermocouple:                4 x type K 

Limit deviation:                 class 1 

Measuring point:               bare or electrically insulated (1000 V) 

Temperature range  
single channel:                -40°C / +250°C 

Response time:                 on request

CONFIGURATION EXAMPLES

Total cable and channel lengths can be realised on customer’s request.

scoop-proof area

www.sab-cable.com

Temperature 

resistant 

up to +200°C 

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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item no.
connection  

cable length 
[mm]

single channel length [mm] type of measuring tip

channel 1 measuring tip

T141-059-052 2400 400 insulated

T141-058-124 3000 400 bare

outer sheath and HV identification 

inner sheath (double insulation  
and wear indicator) 

thermocouple type K 

type K identification

measuring tip bare

measuring tip insulated

cable length

channel length

HIGH VOLTAGE TEMPERATURE MEASUREMENT TECHNOLOGY

HV temperature sensor type K 
HV 1-channel thermocouple

B identification:  

item number, batch number 

CONFIGURATION EXAMPLES

Tests:
▶ Cable test 
over pair sheath in water bath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Sensor test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

Total cable and channel lengths can be realised on customer’s request.

Application range: 
Safe HV temperature measurement  
in HV environments 

 

Connector: 
Lemo Redel male connector with orange kink protection 
sleeve and black protecting cap, 2-pin, C-coded 
1000 V AC voltage-stable – IP 67 when connected

Cable data: 
Connection cable:                    HV thermo cable type K 

Insulation:                                 FEP – green and white 

Pair sheath:                              FEP – orange with green vertical stripes 

Inner sheath:                            FEP – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with green vertical stripes 

Stranding:                                 paired construction (for EMC) 

Outer diameter:                        approx. 3,4 mm 

Dielectric strength:                  1000 V AC over single channel 

Temperature range                   
fixed laying:                                -50°C / +150°C 
flexible application:                    -40°C / +150°C 

Special characteristics:           contact protection  
                                                  over single channel ✔

                 Sensor: 
Thermocouple:                1 x type K 

Limit deviation:                 class 1 

Measuring point:               bare or electrically insulated (1000 V) 

Temperature range  
single channel:                -40°C / +180°C 

Response time:                 on request

scoop-proof area

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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Cable data: 
4-channel                                                 1-channel 

Connection cable: HV thermo cable type K                               HV thermo cable type K 

Insulation: FEP – green and white                                 FEP – green and white 

Pair sheath: FEP – orange with green vertical stripes      FEP – orange with green vertical stripes 

Inner sheath: FEP – blue acc. to RAL 5024                      FEP – blue acc. to RAL 5024 

Outer sheath: PUR                                                             PUR 

Sheath colour: orange with green vertical stripes                 orange with green vertical stripes 

Stranding: paired construction (for EMC)                      paired construction (for EMC) 

Outer diameter: approx. 6,1 mm                                            approx. 3,4 mm 

Dielectric strength: 1000 V AC                                                   1000 V AC over single channel 

Temperature range  
fixed laying: -50°C / +150°C                                          -50°C / +150°C 
flexible application: -40°C / +150°C                                          -40°C / +150°C 

Special characteristics: contact protection                                        contact protection  
over all components ✔                                 over all components ✔

item no.
connection  

cable length 
[mm]

channels

T141-054-030 1000 4

T141-054-143 2000 4

T141-058-575 3000 4

T141-058-576 5000 4

cable length

HIGH VOLTAGE TEMPERATURE MEASUREMENT TECHNOLOGY

HV extension cable type K 
HV 4- and 1-channel extension cable with FEP insulated thermo channels

B identification:  

item number, batch number, length 

CONFIGURATION EXAMPLES

Application 
range: 
Extension of 4- or 1-channel 
high voltage sensors type K 

 

Connectors: 
Lemo Redel connector -  
male and female,  
with orange kink protection  
sleeve and black protecting cap 
4-channel: 
8-pin, B-coded 
1000 V AC voltage-stable -  
IP 67 when connected 

2-channel: 
2-pin, C-coded 
1000 V AC voltage-stable -  
IP 67 when connected

Total lengths can be realised on customer’s request.

item no.
connection  

cable length 
[mm]

channels

T141-062-840 1000 1

T141-062-843 3000 1

T141-062-844 5000 1

CONFIGURATION EXAMPLES

Total lengths can be realised on customer’s request.

scoop-proof area

Tests:
▶ Cable test 
over pair sheath in water bath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Product test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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CONFIGURATION EXAMPLES

bare 
 
 
 
PI foil  
insulated 
 
 
 
PTFE sleeve

thermo cable

twisted PI cable

cable length

HIGH VOLTAGE TEMPERATURE MEASUREMENT TECHNOLOGY

Special thermocouple type K 
surface thermocouple made of twisted thermo cable

Cable data: 
PI (polyimide)                                          PI (polyimide)                                           PFA 

Designation: twisted PI thermo cable                               screened and twisted PI thermo cable         twisted PFA thermo cable 

Insulation: PI foil insulation                                            PI foil insulation                                            PFA 

Outer sheath: PI foil insulation                                            PI foil insulation                                            PFA 

Stranding: paired construction (for EMC)                     paired construction (for EMC)                      paired construction (for EMC) 

Outer diameter: approx. 0,85 mm                                          approx. 1,05 mm                                          approx. 0,80 mm 

Temperature range  
fixed laying: -40°C / +250°C                                          -40°C / +250°C                                          -40°C / +250°C 
flexible application: -40°C / +250°C                                          -40°C / +250°C                                          -40°C / +250°C

B identification:  

item number, batch number 

Application range: 
for example for temperature collection  
at Hairpin windings in the stator of E-drives.  
The scattering effect of electromagnetic radiation  
from the surrounding copper windings  
shall not distort the measuring result.                  Sensor: 

Thermocouple:                1 x type K 

Limit deviation:                 class 1 

Measuring point:               see Illustration of measuring tips 

Temperature range  
single channel:                -40°C / +250°C 

Response time:                 on request

Connector: 
e.g. miniature thermo plug type K (as shown in the figures)

   T100-061-046               K                PTFE sleeve               2 x 0,20 mm PI twisted              1.5                        miniature thermoplug 
   T100-061-998               K                PI foil                          2 x 0,20 mm PI twisted              2.0                        bare 
   T100-060-628               K                bare                            2 x 0,20 mm PI twisted              2.0                        miniature thermoplug 
   T100-060-629               K                bare                            2 x 0,20 mm PI twisted              3.0                        miniature thermoplug 
   T100-061-276               K                bare                            2 x 0,20 mm PI twisted              1.0                        bare

   item no.                        type              measuring tip              cable                                  cable length                 connection end 
                                                                                                                                                  m

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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cable length channel length

HIGH VOLTAGE TEMPERATURE MEASUREMENT TECHNOLOGY

HV temperature sensor PT100/PT1000 
HV 2 x PT100/PT1000 resistance thermometer

Application range: 
Safe HV temperature measurement  
in HV environments 

 

Connector: 
Lemo Redel male connector with orange kink protection 
sleeve and black protecting cap, 8-pin, C-coded  
1000 V AC voltage-stable – IP 67 when connected

scoop-proof area

                 Sensor: 
Type of sensor:                2 x PT100 

Limit deviation:                 class A 

Wire circuit:                       4-wire 

Measuring point:               embedded in Pi adhesive pad 

Dimension of sensor:       for example 2,3 mm x 2,0 mm x 0,47 mm  
                                          (appropriate for pouch cells)  
                                          or 3,0 mm x 0,80 mm x 0,60 mm 

Temperature range  
single channel:                -30°C / +180°C

Cable data: 
FEP                                                          FEP 

Designation: HV measuring cable – 1 x 8 cores               HV measuring cable – 4 x 2 cores 

Insulation: FEP – acc. to DIN 47100                           FEP – acc. to DIN 47100 1-8 
1-8 (core-Ø 0,45 mm) 

Outer sheath: PUR                                                             PUR 

Stranding: optimised in layers                                       optimised in layers 

Outer diameter: approx. 4,6 mm                                            approx. 7,3 mm 

Dielectric strength: 1000 V AC over orange inner sheath          1000 V AC over orange bundle sheath 

Temperature range  
fixed laying: -40°C / +150°C                                          -40°C / +150°C 
flexible application: -40°C / +150°C                                          -40°C / +150°C

item no.
connection cable length 

[mm]

single channel length [mm]

channel 1 channel 2

T641-060-817 2000 70 70

T641-060-870 5000 700 700

B identification:  

item number, batch number 

CONFIGURATION EXAMPLES

Tests:
▶ Cable test 
core/core – 2500 V AC - 5 min  
over orange bundle sheath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Sensor test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

Total cable and channel lengths can be realised on customer’s request.

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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outer sheath and HV identification 

inner sheath (double insulation  
and wear indicator) 

pairs 

PT100/PT1000 identification

cable length

HIGH VOLTAGE TEMPERATURE MEASUREMENT TECHNOLOGY

HV extension cable PT100/PT1000 
HV 2 x PT100/PT1000 extension cable

scoop-proof area

B identification:  

item number, batch number, length 

Tests:
▶ Cable test 
core/core – 2500 V AC - 5 min  
over pair sheath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Product test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

Application range: 
Extension of HV 2 x Pt 100 sensors 

 

Connectors: 
Lemo Redel male connector -  
male/female connector with orange kink protection sleeve  
and black protecting cap, 8-pin, C-coded  
1000 V AC voltage-stable – IP 67 when connected

Cable data: 
Connection cable:                    HV measuring cable 

Insulation:                                 FEP – acc. to DIN 47100 1-8 

Pair sheath:                              FEP – orange acc. to RAL 2004 

Inner sheath:                            PUR – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with green vertical stripes 

Stranding:                                 optimised in layers 

Outer diameter:                        approx. 7,4 mm 

Dielectric strength:                  1000 V AC over pair sheath 

Temperature range                   
fixed laying:                                -40°C / +150°C 
flexible application:                    -40°C / +150°C 

Special characteristics:           contact protection  
                                                  over all components ✔item no.

connection  
cable length 

[mm]
T641-056-497 1000

T641-058-117 3000

T641-058-574 5000

CONFIGURATION EXAMPLES

Total cable and channel lengths  
can be realised on customer’s request.

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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item no.
connection cable 

length 
[mm]

single channel length [mm]
male connector

channel 1 grounding

T642-062-666 3000 100 200 4-Pin ¼ -28 UNF

T642-062-794 6000 100 200 4-Pin ¼ -28 UNF

T642-062-635 3000 100 200 4-Pin 8-36 UNF

www.sab-cable.com

outer sheath and HV identification 

inner sheath (double insulation  
and wear indicator) 

cores (X,Y,Z, ground axis) 

measuring cable identification

cable length

channel length

HIGH VOLTAGE ANALOGUE MEASUREMENT TECHNOLOGY 

HV connecting cable 
for acceleration sensors (IEPE)

B identification:  

item number, batch number 

Tests:
▶ Cable test 
core/core – 600 V AC - 1 min - acc. to IEC 60584-1  
over second inner sheath in water bath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Product test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

Application range: 
Safe HV acceleration measurement for example  
with CSM HV IEPE3 FL 100 measuring module 

 

Connector: 
Lemo Redel male connector with orange kink protection 
sleeve and black protecting cap, 8-pin, C-coded  
1000 V AC voltage-stable – IP 67 when connected

Cable data: 
Connection cable:                    HV IEPE sensor cable 

Core insulation:                        PFA – red, white, black, yellow 

Bundle sheath:                         PFA – blue acc. to RAL 5015 

Inner sheath:                            PUR – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with black vertical stripes 

Stranding:                                 optimised in layers 

Outer diameter:                        approx. 4,3 mm 

Dielectric strength:                  1000 V AC over second inner sheath 

Temperature range                   
fixed laying:                                -50°C / +150°C 
flexible application:                    -40°C / +150°C 

Special characteristics:           contact protection  
                                                  see presentation ✔

                        Sensor connection side: 
Connector:                       4-pin ¼-28 UNF socket for the connection  
                                          of a triaxial IEPE acceleration sensor  
                                          (also with 4-pin 8-36 UNF  
                                          and 4-pin M4,5) 

Screen:                              led out in bundle  
                                          and insulated with shrinkable sleeve 

Temperature range  
bundle channel:               -55°C / +250°C

scoop-proof area

CONFIGURATION EXAMPLES

Total cable and channel lengths can be realised on customer’s request.

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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outer sheath and HV identification 

inner sheath (double insulation  
and wear indicator) 

screened pairs 

measuring cable identification

cable length

channel length

HIGH VOLTAGE ANALOGUE MEASUREMENT TECHNOLOGY 

HV connecting cable 
for strain gauges

Tests:
▶ Cable test 
core/core – 600 V AC - 1 min - acc. to IEC 60584-1  
over pair sheath in water bath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Product test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

Application range: 
Safe HV strain gauge measurement (full / half bridge)  
for example with CSM HV STG4 pro BS20  
measuring module 

 

Connector: 
Lemo Redel male connector with orange kink protection 
sleeve and black protecting cap, 8-pin, E-coded  
1000 V AC voltage-stable – IP 67 when connected

Cable data: 
Connection cable:                    HV strain gauge sensor cable 

Core insulation:                        FEP – acc. to DIN 47100 1-8 (core-Ø 0,55 mm) 

Screen:                                     tinned copper braiding incl. drain wire 

Pair sheath:                              FEP – orange acc. to RAL 2004 

Inner sheath:                            PUR – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with black vertical stripes 

Stranding:                                 paired construction (for EMC) 

Outer diameter:                        approx. 7,4 mm 

Dielectric strength:                  1000 V AC over pair sheath 

Temperature range                   
fixed laying:                                -50°C / +150°C 
flexible application:                    -40°C / +150°C

                 Connection end: 
Outer sheath:                   122 mm stripped 

Pair sheath:                       22 mm 

Open end:                         2 mm 

Connection:                       tinned 

Screen:                              small cable diameter  
                                          for narrow spaces 

Temperature range  
single channel:                -55°C / +180°C

scoop-proof area

www.sab-cable.com

B identification:  

item number, batch number 

CONFIGURATION EXAMPLES

Total cable and channel lengths can be realised on customer’s request.

item no.
connection  

cable length 
[mm]

single channel Length [mm] connection type

Length sheath Length pair Length core connection

T644-061-009 2000 122 22 2 tinned

T644-061-014 3000 122 22 2 tinned

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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outer sheath and HV identification 

cores 

inner sheath (double insulation + wear indicator) 

measuring cable identification

cable length

stripping lengthscoop-proof area

HIGH VOLTAGE ANALOGUE MEASUREMENT TECHNOLOGY 

HV analogue measuring cable 
HV 2-channel analogue measuring cable for CSM measurement technology (90 V)

item no.
connection cable length 

[mm]
single channel length [mm]

sheath pair core

T641-056-710 2000 100 10 2

T641-056-711 3000 100 10 2

CONFIGURATION EXAMPLES

Total cable and channel lengths can be realised on customer’s request.

B identification:  

item number, batch number 

Tests:
▶ Cable test 
core/core – 600 V AC - 1 min - acc. to IEC 60584-1  
over orange bundle sheath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Product test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

Application range: 
Safe HV analogue measurements with standard sensors 
combined with CSM measuring modules  
HV AD2 IF20, HV AD4 IF20 & HV AD4 IF1000 

 

Connector: 
Lemo Redel male connector with orange kink protection 
sleeve and black protecting cap, 8-pin, C-coded  
1000 V AC voltage-stable – IP 67 when connected

Cable data: 
Connection cable:                    HV measuring cable 

Core insulation:                        FEP – acc. to DIN 47100 1-8 

Pair sheath:                              FEP – orange acc. to RAL 2004 

Inner sheath:                            PUR – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with black vertical stripes 

Stranding:                                 optimised in layers 

Outer diameter:                        approx. 7,3 mm 

Dielectric strength:                  1000 V AC over orange bundle sheath 

Temperature range                   
fixed laying:                                -50°C / +150°C 
flexible application:                    -40°C / +150°C                 Connection end: 

                                        (stripping lengths) 

Outer sheath:                   100 mm 

Pair sheath:                       10 mm 

Open end:                         2 mm 

Connection:                       tinned

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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outer sheath and HV identification 

inner sheath (double insulation  
and wear indicator) 

pairs 

measuring cable identification

cable length

channel length

HV voltage measuring cable (90 V) 
HV 4-channel voltage measuring cable for CSM measurement technology (90 V)

scoop-proof area

item no.
connection  

cable length 
[mm]

single channel length [mm] connection type

sheath pair core connection

T645-062-738 2000 122 22 2 tinned

B identification:  

item number, batch number 

CONFIGURATION EXAMPLE

Tests:
▶ Cable test 
core/core – 2500 V AC - 5 min  
over pair sheath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Product test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

Total cable and channel lengths can be realised on customer’s request.

Application range: 
Safe HV measurements of analogue voltage  
combined with CSM measuring modules  
HV AD4 OW20, HV AD8 OW20 & HV AD4 OW1000*  

*test bench & road test 

 

Connector: 
Lemo Redel male connector with orange kink protection 
sleeve and black protecting cap, 8-pin, B-coded  
1000 V AC voltage-stable – IP 67 when connected

Cable data: 
Connection cable:                    HV measuring cable 

Core insulation:                        FEP – acc. to DIN 47100 1-8 

Pair sheath:                              FEP – orange acc. to RAL 2004 

Inner sheath:                            PUR – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with black vertical stripes 

Stranding:                                 paired construction (for EMC) 

Outer diameter:                        approx. 7,4 mm 

Dielectric strength:                  1000 V AC over pair sheath 

Temperature range                   
fixed laying:                                -50°C / +150°C 
flexible application:                    -40°C / +150°C 

Special characteristics:           contact protection  
                                                  also over individual channels ✔

                 Connection end: 
                                        (stripping lengths) 

Outer sheath:                   122 mm stripped 

Pair sheath:                       22 mm 

Open end:                         2 mm 

Connection:                       tinned 

Temperature range  
single channel:                -55°C / +180°C

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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outer sheath and HV identification 

inner sheath (double insulation  
and wear indicator) 

pairs 

measuring cable identification

cable length

channel length

HIGH VOLTAGE ANALOGUE MEASUREMENT TECHNOLOGY 

HV voltage measuring cable (1000 V) 
HV 4-channel voltage measuring cable for CSM measurement technology (1000 V)

Tests:
▶ Cable test 
core/core – 2500 V AC - 5 min  
over pair sheath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Product test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

scoop-proof area

item no.
connection  

cable length 
[mm]

single channel length [mm] connection type

sheath pair core connection

T645-062-695 2000 122 22 2 tinned

T645-063-151 3000 122 22 2 tinned

B identification:  

item number, batch number 

CONFIGURATION EXAMPLE

Total cable and channel lengths can be realised on customer’s request.

Application range: 
Safe HV measurements of high voltage  
combined with CSM measuring modules  
HV AD4 XW1000* & HV AD4 XW20 

*test bench & road test 

 

Connector: 
Lemo Redel male connector with red kink protection sleeve  
and black protecting cap, 8-pin, D-coded  
1000 V AC voltage-stable – IP 67 when connected

Cable data: 
Connection cable:                    HV measuring cable 

Core insulation:                        FEP – acc. to DIN 47100 1-8 

Pair sheath:                              FEP – orange acc. to RAL 2004 

Inner sheath:                            PUR – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with black vertical stripes 

Stranding:                                 paired construction (for EMC) 

Outer diameter:                        approx. 7,4 mm 

Dielectric strength:                  1000 V AC over pair sheath 

Temperature range                   
fixed laying:                                -50°C / +150°C 
flexible application:                    -40°C / +150°C 

Special characteristics:           contact protection  
                                                  also over individual channels ✔

                 Connection end: 
                                        (stripping lengths) 

Outer sheath:                   122 mm stripped 

Pair sheath:                       22 mm 

Open end:                         2 mm 

Connection:                       tinned 

Temperature range  
single channel:                -55°C / +180°C

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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   3833-9800           2 x 0,25                6,5               21,3               58                 80,0 
   3833-9819           2 x 0,34                6,7               24,9               63                 58,8 
   3833-9801           2 x 0,50                7,1               28,1               70                 40,1 
   3833-9802           2 x 1,00                7,8               42,5               90                 20,0 
   3833-9803           2 x 1,50                8,4               55,8             108                 13,7

www.sab-cable.com

Possible on request: 
As harnessed measuring cable  
with connected lab plugs  
to collect the tension at HV components 

- see next page -

HIGH VOLTAGE MEASUREMENT

HV measuring cable (DC) 
for DC voltage measurement

Technical data: 
Scoop-proof:                            1000 V DC  
                                                  over blue inner sheath 

Testing voltage:                      5000 V AC  
                                                  over blue inner sheath 

Operating voltage Uo:             1000 V DC 

Operating voltage U:                1800 V DC 

Testing voltage:                       core/core 5000 V AC 
                                                  core/screen 5000 V AC 

Min. bending radius 
fixed laying:                                 5 x d 
flexible application:                    10 x d 

Temperature range                                                                                                     
fixed laying:                                -50/+125 °C 
flexible application:                    -40/+125 °C 
short time use:                           -30/+150 °C (up to 3000 h) 

Absence of  
harmful substances:                acc. to RoHS directive of the European Union

              Construction: 
Conductor:                 tinned copper strands, extra fine wires 

Core insulation:         FEP 

Colour code:              red and black 

Stranding:                  together  
                                   with tinned copper drain wire, AWG 24 

Screen:                      alu foil and tinned copper braiding 

Inner sheath:             FEP - blue acc. to RAL 5024 

Outer sheath:            PUR 

Sheath colour:           orange with black vertical stripes

              Outstanding features: 
                    ●       temperature resistance  
                                 up to +150 °C (up to 3000 hours) 

                       ●       high flexibility 

                       ●       high abrasion resistance 

                       ●       easy harnessing

Marking for HV connecting cable 38339800:  
S BRÖCKSKES · D-VIERSEN · ( HV-Messleitung (2x0,25mm²) (  C

Application range: The high voltage measuring cable is used in the development of electric vehicles where scoop-proof 
testing and measuring of up to 1800 V DC operating voltage and application in the HV environment of electromobility 
take place. Examples of applications are HV power electronics, HV batteries, electric motors, inverters, etc. High voltage 
measuring cables are used on the test benches and in test vehicles.

Other dimensions and colours are possible on request.

   item no.              no. of cores          outer-ø          copper         cable              ohmic 
                            x cross section       approx.           figure          weight          resistance 
                                 n x mm²               mm             kg/km        ≈ kg/km        max. Ω/km

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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cable length

connection end 1

outer sheath and HV identification 

inner sheath (double insulation 
and wear indicator) 

100% screen 

cores 

measuring cable identification

connection end 2

HIGH VOLTAGE MEASUREMENT

HV measuring cable (DC) 
for DC voltage measurement (as cable harness)

Application range: 
Safe HV measurement of DC voltages 

 

Connectors: 
Safety lab plugs 1000 V, CAT III,  
red and black, 4 mm cable lug M4

Cable data: 
Connection cable:                    HV measuring cable 

Core insulation:                        FEP – red and black 

Stranding:                                 together  
                                                  with tinned copper drain wire, AWG 24 

Screen:                                     100% screen with alu foil and braiding 

Inner sheath:                            PUR – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with black vertical stripes 

Outer diameter:                        see table on page 22 

Scoop-proof:                            1000 V DC over blue inner sheath 

Operating voltage:                   1800 V DC 

Temperature range                   
fixed laying:                                -50°C / +125°C 
flexible application:                    -40°C / +125°C 
short time use:                           -40°C / +150°C (up to 3000 h)

                 Connection end: 
Stripping length:              250 mm 

Screen:                              led out with filler and insulated  
                                          with shrinkable sleeve 

Temperature range  
of single core:                  -55°C / +180°C

item no.
connection  

cable length 
[mm]

single channel length [mm]

channel 1 channel 2 safety lab plugs +  
M4 cable lugsT645-062-912 6500 250 250

B identification:  

item number, batch number 

CONFIGURATION EXAMPLE

Total cable and channel lengths can be realised on customer’s request.

channel lengthchannel length

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html


BRÖCKSKES · D-VIERSEN · ( HV-Messleitung (3x1,50mm²) (  C

3.2

3
   38339820             3 x 0,25               6,8               25,5               66               80,0 
   38339816             3 x 0,34               7,0               28,3               71               58,8 
   38339815             3 x 0,50               7,4               34,5               81               40,1 
   38339814             3 x 1,00               8,1               53,3            106               20,0 
   38339813             3 x 1,50               8,8               71,7            130               13,7 
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HIGH VOLTAGE MEASUREMENT

HV measuring cable (AC) 
for AC voltage measurement

Other dimensions and colours are possible on request.

   item no.              no. of cores          outer-ø          copper         cable              ohmic 
                            x cross section       approx.           figure          weight          resistance 
                                 n x mm²               mm             kg/km        ≈ kg/km        max. Ω/km Possible on request: 

As harnessed measuring cable  
with connected lab plugs  
to collect the voltage at HV components 

- see next page -

Technical data: 
Scoop-proof:                            1000 V DC  
                                                  over blue inner sheath 

Testing voltage:                      5000 V AC  
                                                  over blue inner sheath 

Operating voltage:                   core/core 1800 V DC 
                                                  core/core 1000 V ASC 

Testing voltage:                       core/core 5000 V AC 
                                                  core/screen 5000 V AC 

Min. bending radius 
fixed laying:                                 5 x d 
flexible application:                    10 x d 

Temperature range                                                                                                     
fixed laying:                                -50/+125 °C 
flexible application:                    -40/+125 °C 
short time use:                           -30/+150 °C (up to 3000 h) 

Temperature range  
of cores:                                   up to +180 °C (short time use up to +205 °C) 

Oil resistance:                         very good - TMPU  
                                                  acc. to EN 50363-10-2 + VDE 0207-363-10-2 

Absence of  
harmful substances:                acc. to RoHS directive of the European Union

              Construction: 
Conductor:                 tinned copper strands, extra fine wires 

Core insulation:         FEP 

Colour code:              brown, black, grey 

Stranding:                  together  
                                   with tinned copper drain wire, AWG 24 

Screen:                      alu foil and tinned copper braiding 

Inner sheath:             FEP - blue acc. to RAL 5024 

Outer sheath:            PUR 

Sheath colour:           orange with black vertical stripes

              Outstanding features: 
                    ●       temperature resistance  
                                 up to +150 °C (up to 3000 hours) 

                       ●       high flexibility 

                       ●       high abrasion resistance 

                       ●       easy harnessing

Marking for HV connecting cable 38339813:  
S BRÖCKSKES · D-VIERSEN · ( HV-Messleitung (3x1,50mm²) (  C

Application range: The high voltage measuring cable is used in the development of electric vehicles where scoop-proof 
testing and measuring of up to 1800 V DC operating voltage and application in the HV environment of electromobility 
take place. Examples of applications are HV power electronics, HV batteries, electric motors, inverters, etc. High voltage 
measuring cables are used on the test benches and in test vehicles.

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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outer sheath and HV identification 

inner sheath (double insulation  
and wear indicator) 

100% screen 

cores 

measuring cable identification

HIGH VOLTAGE MEASUREMENT

cable length

connection end 1

connection end 2

HV measuring cable (AC) 
for AC voltage measurement (as cable harness)

Application range: 
Safe HV measurement of AC voltages 

 

Connectors: 
Safety lab plugs 1000 V, CAT III,  
brown, grey and black, 4 mm cable lug M4

Cable data: 
Connection cable:                    HV measuring cable 

Core insulation:                        FEP – brown, black and grey 

Stranding:                                 together  
                                                  with tinned copper drain wire, AWG 24 

Screen:                                     100% screen with alu foil and braiding 

Inner sheath:                            PUR – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with black vertical stripes 

Outer diameter:                        see table on page 24 

Scoop-proof:                            1000 V DC over blue inner sheath 

Operating voltage:                   1800 V DC 

Temperature range                   
fixed laying:                                -50°C / +125°C 
flexible application:                    -40°C / +125°C 
short time use:                           -40°C / +150°C (up to 3000 h)

                 Connection end: 
Stripping length:              250 mm 

Screen:                              led out with filler and insulated  
                                          with shrinkable sleeve 

Temperature range  
of single core:                  -55°C / +180°C

item no.
connection  

cable length 
[mm]

stripping length [mm]

connection 1 connection 2 safety lab plugs +  
M4 cable lugsT645-062-913 6500 250 250

B identification:  

item number, batch number 

CONFIGURATION EXAMPLE

Total cable and channel lengths can be realised on customer’s request.

channel length channel length

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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AWM Style 30123 AWM I/II A/B 150°C 3000V FT1 FT2

   01100107               1,00               0,07                4,3                  7,6               27,2                 70 
   01100157               1,50               0,07                4,7                  8,0               34,4                 81 
   01100257               2,50               0,07                5,2                  8,5               44,6                 96 
   01100407               4,00               0,07                5,9                  9,2               61,3               118 
   01100607               6,00               0,07                6,3                  9,6               83,8               143 
   01101007             10,00               0,07                8,2               11,7             147,7               222 
   01101607             16,00               0,07                8,5               12,0             205,7               273 
   01102507             25,00               0,10              10,9               14,7             307,4               416 
   01103507             35,00               0,10              12,6               16,3             432,6               548 
   01105007             50,00               0,10              14,5               18,2             593,6               725 
   01107007             70,00               0,10              16,5               20,4             804,4               954 
   01109507             95,00               0,10              18,4               22,3           1064,5             1244 
   01101207          120,00               0,10              20,1               24,2           1311,0             1514 
   01101507          150,00               0,10              23,3               27,4           1627,6             1873 
   01101857          185,00               0,15              24,9               29,2           1970,9             2231 
   01102407          240,00               0,15              27,5               32,0           2511,2             2841 
   01103007          300,00               0,15              30,0               34,7           3108,6             3354

 
26

www.sab-cable.com

HIGHLY FLEXIBLE HIGH VOLTAGE CABLE

B 110 C 
highly flexible Besilen® HV single core, shielded, cULus recognized

Technical data: 
Nominal voltage:                      Uo/U 1,8/3,0 kV AC 
                                                  Uo/U 2,7/5,4 kV DC 

Voltage cULus:                       3000 V 

Testing voltage:                      6500 V 

Current-carrying capacity:       acc. to VDE 0298-4 

Min. bending radius 
fixed laying:                                 6 x d 
flexible application:                    10 x d 

Temperature range DIN VDE cULus: up to +150 °C 
fixed laying: -40/+180 °C 
flexible application: -25/+180 °C 
short time use: -25/+250 °C 

Halogen-free:                           acc. to IEC 60754-1 + VDE 0482-754-1 

Fire performance:                    flame retardant and self-extinguishing  
                                                  acc. to IEC 60332-1-2 + VDE 0482-332-1-2, 
                                                  cULus FT1, FT2 

Corrosiveness of                    IEC 60754-2 + VDE 0482-754-2  
conflagration gases:                - no development of corrosive conflagration gases 

Weather resistance:                 very good 

Absence of  
harmful substances:                acc. to RoHS directive of the European Union

              Construction: 
Conductor:                 bare copper strands, extra fine wires 

Core insulation:         Besilen® EI2  
                                   acc. to EN 50363-1 + VDE 0207-363-1,  
                                   orange 

Screen:                      alu foil and tinned copper braiding 

Sheath material:        Besilen® EM9  
                                   acc. to EN 50363-2-1 + VDE 0207-363-2-1 

Sheath colour:           orange (similar RAL 2004)

              Outstanding features: 
                    ●       extremely flexible 

                    ●       good EMC characteristics 

                       ●       halogen-free 

                       ●       heat resistant 

                       ●       flexible at low temperatures 

                       ●       flame retardant and self-extinguishing 

                       ●       weather resistant 

                       ●       cULus recognized

Marking for B 110 C 01109507: 
S BRÖCKSKES · D-VIERSEN · B 110 C  Uo/U 1,8/3 kV 95,0mm² cUus AWM Style 30123 AWM I/II A/B 150°C 3000V FT1 FT2

   item no.             nominal              largest            ø over           outer-ø           copper            cable 
                          cross section      single wire    inner sheath       approx.            figure            weight 
                                 mm²                 ø mm        approx. mm          mm              kg/km          ≈ kg/km

Other dimensions and colours are possible on request.

Application range: The connection cable is for example appropriate to connect converters to electric-mobility test 
benches. Due to the high voltage rating, the cable can be used for various components and power electronics. The 
extremely flexible cable design enables an easy laying.
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cable length

Besilen® outer sheath 

100% screen 

Besilen® inner sheath 

copper rope, extra fine wires

HIGHLY FLEXIBLE HIGH VOLTAGE CABLE

B 110 C 
highly flexible Besilen® HV single core, shielded, cULus recognized (as cable harness)

Application range: 
for example at HV test benches  
for the transmission of high current load

Cable data: 
Connection cable:                    highly flexible HV single core, screened 

Core insulation:                        Besilen® 

Screen:                                     100% screen with alu foil and braiding 

Outer sheath:                           Besilen® 

Sheath colour:                          orange 

Outer diameter:                        see table on page 26 

Nominal voltage:                      Uo/U 1,8/3,0 kV AC 
                                                  Uo/U 2,7/5,4 kV DC 

Voltage cULus:                       3000 V 

Temperature range DIN VDE cULus: up to +150 °C 
fixed laying: -40/+180 °C 
flexible application: -25/+180 °C 
short time use: -25/+250 °C

                 Connection end: 
Outer sheath:                   50 mm stripped 

Connection end 1+2:       tube cable lug (single core)  
                                          and ring cable lug (screen) 

Screen:                              led out, twisted and insulated  
                                          with shrinkable sleeve

item no.
connection cable length 

[mm]

stripping lengths + conductor cross section

side 1 side 2 cross section

S0110-1006-00075 750 50 mm 50 mm 16 mm²

B identification:  

item number, batch number 

CONFIGURATION EXAMPLE

Total cable and channel lengths can be realised on customer’s request.
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   01070107            1,00                  0,07                4,3                  9,6                 25 
   01070157            1,50                  0,07                4,7               14,4                 32 
   01070257            2,50                  0,07                5,2               24,0                 43 
   01070407            4,00                  0,07                5,9               38,4                 60 
   01070607            6,00                  0,07                6,3               57,6                 80 
   01071007           10,00                 0,07                9,0               96,0               144 
   01071607           16,00                 0,07                9,3             153,6               194 
   01072507           25,00                 0,10              12,0             240,0               314 
   01073507           35,00                 0,10              13,8             336,0               433 
   01075007           50,00                 0,10              15,7             480,0               592 
   01077007           70,00                 0,10              17,7             672,0               794 
   01079507           95,00                 0,10              18,8             912,0             1033 
   01071207          120,00                0,10              20,5           1152,0             1282 
   01071507          150,00                0,10              23,7           1440,0             1604 
   01071857          185,00                0,15              25,3           1776,0             1938 
   01072407          240,00                0,15              27,9           2304,0             2511 
   01073007          300,00                0,15              30,8           2880,0             3005

 95,0mm²  cUus AWM Style 30122 AWM I A/B 150°C 3000V FT2

3
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HIGHLY FLEXIBLE HIGH VOLTAGE CABLE

B 107 
highly flexible Besilen® HV single core, unshielded, cULus recognized

Marking for B 107 01079507:  
S BRÖCKSKES · D-VIERSEN · B 107  Uo/U 1,8/3 kV 95,0mm²  cUus AWM Style 30122 AWM I A/B 150°C 3000V FT2

Technical data: 
Nominal voltage:                      Uo/U 1,8/3,0 kV AC 
                                                  Uo/U 2,7/5,4 kV DC 

Voltage cULus:                       3000 V 

Testing voltage:                      6500 V 

Current-carrying capacity:       acc. to VDE 0298-4 

Min. bending radius:                5 x d 

Temperature range DIN VDE cULus: up to +150 °C 
fixed laying: -40/+180 °C 
flexible application: -25/+180 °C 
short time use: -25/+250 °C 

Halogen-free:                           acc. to IEC 60754-1 + VDE 0482-754-1 

Fire performance:                    flame retardant and self-extinguishing  
                                                  acc. to IEC 60332-1-2 + VDE 0482-332-1-2, 
                                                  cULus FT2 

Corrosiveness of                    IEC 60754-2 + VDE 0482-754-2  
conflagration gases:                - no development of corrosive conflagration gases 

Weather resistance:                 very good 

Absence of  
harmful substances:                acc. to RoHS directive of the European Union

              Construction: 
Conductor:                 bare copper strands, extra fine wires 

Core insulation:         Besilen® EI2  
                                   acc. to EN 50363-1 + VDE 0207-363-1 

Sheath colour:           orange (similar RAL 2004)

              Outstanding features: 
                    ●       extremely flexible 

                    ●       halogen-free 

                       ●       heat resistant 

                       ●       flexible at low temperatures 

                       ●       flame retardant and self-extinguishing 

                       ●       weather resistant 

                       ●       cULus recognized

   item no.             nominal              largest           outer-ø           copper            cable 
                          cross section      single wire        approx.            figure            weight 
                                 mm²                 ø mm               mm              kg/km          ≈ kg/km

Other dimensions and colours are possible on request.
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Application range: The highly flexible single core is particularly appropriate for the application on electric test benches.  
Due to the fine stranding and the resulting flexibility, the cable can be installed easily. The high voltage single core is 
designed for a voltage range up to 1,8/3 kV. In this way it fulfils the increasing demands within the voltage class.
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cUus AWM Style 4659 AWM I/II A/B 150°C 3000V FT1 FT2

   01109006             2 x 0,25               3,50               10,2         10,7                 32,8                112                       80,0 
   01109007             2 x 0,34               3,60               10,6         11,1                 53,5                130                       58,8 
   01109008             2 x 0,50               3,80               11,1         11,7                 57,3                142                       39,0 
   01109001             2 x 1,00               4,35               12,1         12,7                 72,7                170                       20,0 
   01109002             2 x 1,50               4,75               12,9         13,5                 90,1                198                       13,3 
   01109003             2 x 2,50               5,25               13,9         14,6               111,0                238                       7,98 
   01109004             2 x 4,00               5,95               15,3         16,1               146,5                297                       4,95 
   01109005             2 x 6,00               6,35               16,3         17,1               216,3                365                         3,3

3

Besilen® outer sheath 

100% screen 

two fillers 

drain wire 

two cores red/black

Possible on request: 
As harnessed cable  
acc. to customer’s specification

Other dimensions and colours are possible on request.

   item no.              no. of cores          core-ø                     outer-ø                    copper             cable              ohmic resistance 
                            x cross section         max.              approx.        max.               figure             weight                    at 20 °C 
                                 n x mm²               mm                 mm            mm               kg/km           ≈ kg/km                 max. Ω/km

www.sab-cable.com

HIGHLY FLEXIBLE HIGH VOLTAGE CABLE

B 110 C Sense Cable 
halogen-free Besilen® Sense cable, shielded, cULus recognized

Technical data: 
Nominal voltage:                      Uo/U 1,8/3,0 kV AC 
                                                  Uo/U 2,7/5,4 kV DC 

Voltage cULus:                       3000 V 

Testing voltage:                      4000 V 

Current-carrying capacity:       acc. to VDE 0298-4 

Min. bending radius 
fixed laying:                                 6 x d 
flexible application:                    10 x d 

Temperature range DIN VDE cULus: up to +150 °C 
fixed laying: -40/+180 °C 
flexible application: -25/+180 °C 
short time use: -25/+250 °C 

Halogen-free:                           acc. to IEC 60754-1 + VDE 0482-754-1 

Fire performance:                    flame retardant and self-extinguishing  
                                                  acc. to IEC 60332-1-2 + VDE 0482-332-1-2, 
                                                  cULus FT1, FT2 

Corrosiveness of                    IEC 60754-2 + VDE 0482-754-2  
conflagration gases:                - no development of corrosive conflagration gases 

Weather resistance:                 very good 

Absence of  
harmful substances:                acc. to RoHS directive of the European Union

              Outstanding features: 
                    ●       extremely flexible 

                    ●       good EMC characteristics 

                       ●       halogen-free 

                       ●       heat resistant 

                       ●       flexible at low temperatures 

                       ●       flame retardant and self-extinguishing 

                       ●       weather resistant 

                       ●       cULus recognized

Marking for B 110 C Sense Cable:  
S BRÖCKSKES · D-VIERSEN · B 110 C Sense Cable 2x1,0mm²  0110-9001  cUus AWM Style 4659 AWM I/II A/B 150°C 3000V FT1 FT2

              Construction: 
Conductor:                 bare copper strands, extra fine wires 

Core insulation:         Besilen® EI2  
                                   acc. to EN 50363-1 + VDE 0207-363-1 

Colour code:              black and red 

Stranding:                  together  
                                   with , AWG 26 

Screen:                      alu foil, tinned copper drain wire and  
                                   tinned copper braiding 

Sheath material:        Besilen® EM9  
                                   acc. to EN 50363-2-1 + VDE 0207-363-2-1 

Sheath colour:           orange (similar RAL 2004)
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For all sensor  
types available!  
e.g. HV test adapter for  
HV 4-channel type K sensors

TEST ADAPTER AND ACCESSORIES

HV test adapter

item no. connection cable length single channel length type

T141-056-583 115 mm 100 mm 4 x type K
T141-055-568 200 mm 50 mm 1 x type K

T641-057-773 150 mm 100 / 50 mm 2 x PT100/PT1000 
analogue (90V)

T644-062-235  115 mm 100 mm strain gauge
T645-xxx-xxx  115 mm 100 mm voltage (90V)
T645-xxx-xxx  155 mm 100 mm voltage (1000V)

B identification:  

item number, batch number 

CONFIGURATION EXAMPLES

Tests:
▶ Cable test 
core/core – 600 V AC - 1 min - acc. to IEC 60584-1  
over pair sheath/inner sheath in water bath –  
5000 V AC – 5 min – with reference to EN 50264-2-1

▶ Product test 
routine test of harnessed connector  
with reference to standard 61010-1 for measuring devices  
as well as VDE indications in our in-house ball bath  
(released by VDE). Control of contact protection  
towards outside – 3000 V/1 min AC 

Issue of HV test certificate with reference to batch number due to optimum traceability 
Optional: Test and repair of already used sensors on request

Total cable and channel lengths can be realised on customer’s request.

Application range: 
for example to test installed HV sensors  
 

Connector: 
Lemo Redel 2P apparatus socket with black potting sleeve, 
8-pole, coding acc. to sensor type 

1000 V AC voltage-proof  
– only suitable for fixed installation. 
 

Connection end: 
stripping length acc. to customer`s request / 
open end: 2 mm 

dimensions for mounting cut-out on request

Cable data: 
Description:                              high voltage cable acc. to sensor type 

Core insulation:                        FEP 

Inner sheath:                            PUR – blue acc. to RAL 5024 

Outer sheath:                           PUR 

Sheath colour:                          orange with vertical stripes (black or green) 

Stranding:                                 paired construction (for EMC) 

Outer diameter:                        depending on the used cable 

Dielectric strength:                  1000 V AC – depending on the used cable 

Temperature range                   
fixed laying:                                -50°C / +150°C 
flexible application:                    -40°C / +150°C

4-channel                                                       1-channel                                                      2-channel                                                                 strain 
type K                                                            type K                                                            PT100                                                                       gauge

Application range: The HV test adapter is used for the adaptation of HV sensors in fixed installation and are available for all 
sensor types in high voltage environments. The connection to test installed sensors for potential compensating measurements 
or the fixed installation in empty housings are only some of the application fields for which a test adapter can be used.

cable length

stripping length

scoop-proof area

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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TEST ADAPTER AND ACCESSORIES

Accessories

Application range: 
HV cap black,  
universally coded with fixing cord 
for HV connector.

CONFIGURATION EXAMPLES

Application range: 
Dual shrinkable sleeve natural, PTFE/FEP, Ø before shrinking 1,65 mm - Ø after shrinking 0,00 mm 
-190°C up to +200°C (for example for the later insulation of measuring tips)

item no. configuration

T020-024-319 1000 mm

item no. configuration

T021-061-745 plug

T021-062-719 socket

CONFIGURATION EXAMPLE

Application range: 
Replacement of adhesive pads  
to apply the measuring tip on surfaces.

item no. configuration

T095-044-258 glass cloth 25 x 25

T095-056-403 PI foil 12,5 x 25

CONFIGURATION EXAMPLES

Application range: 
Conversion kit to automatic hinged cover  
for Redel socket / size 2P 
to protect the socket from dust,  
dirt and moisture

item no. configuration

T021-060-467 conversion kit

CONFIGURATION EXAMPLE

HV cap

spare pads

automatic hinged cover

dual shrinkable sleeve

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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HV cable 2 x 0,25 mm² 
 

S0994-4006-00050

E-air 
conditioning  
compressor

power 
electronics

HV cable 2 x 0,25 mm² 
 
 
 
 

S0994-4006-00050

HIGH VOLTAGE MEASURING CABLES

Application example 
for high voltage measuring cables

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/temperature-sensor-high-voltage-measurement.html
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connection box with  
Redel socket and  

3 connection cables  
with Redel plug

HV cable 2 x 0,25 mm² screened 
 

        S3833-3002-00015 
 
 
 
 
 
 
 
 
 

        S3833-3003-00025
extension 

 
T641-061-127

HV cable 2 x 0,25 mm²  
screened 

 
T641-060-343

HV cables

cable  
for cooling liquid

HV battery module

HV battery  
cooling  
module

HV adapter  
with clamping points 

 
(vehicle specific)

LV connection 
 

(e.g. 12V vehicle battery)

ELECTRIC VEHICLE

LV cable 2 x 0,5 mm2 screened 
 
 
 
 

S3833-4555-00700

connection box with  
Redel socket and  

2 connection cables  
with Redel plug
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TECHNICAL DATA

Glossary

  Anerkannte Regeln der Technik 
Die (allgemein) anerkannten Regeln der Technik sind techni -
sche Regeln bzw. Richtlinien für den Entwurf und die Aus -
führung baulicher oder technischer Objekte. Es sind Regeln, 
die in der Wissenschaft als theoretisch richtig erkannt sind 
und feststehen, sowie in der Praxis bei dem nach neusten 
Erkenntnisstand vorgebildeten Techniker bekannt sind und 
sich aufgrund fortdauernder praktischer Erfahrung bewährt 
haben. Die allgemein anerkannten Regeln der Technik sind 
nicht identisch mit Normen. 

  Arbeitsspannung (gemäß EN 61010-031) 
Höchster Effektivwert der Gleich- oder Wechselspannung, 
welcher im bestimmungsgemäßen Betrieb dauerhaft an einer 
Isolierung anliegen kann. 

  AC Spannung 
Wechselstrom (AC) engl. alternating current bezeichnet eine 
Art elektrischen Strom, der seine Richtung periodisch und in 
steter Wiederholung ändert. Wechselstrom dient häufig zur 
elektrischen Energieversorgung. Er fließt durch Hochspan -
nungsleitungen und erreicht durch die Steckdose gewöhn -
liche Haushalte. 

  Berührbar (bezüglich eines Teil)  
    (gemäß EN 61010-031) (siehe auch „berührsicher”  
    und „spannungssicher”) 
So beschaffen, dass es mit einem Norm-Prüffinger oder 
Prüfstift berührt werden kann. Verwechselbar mit dem Begriff 
„berührsicher”. 

  Berührsicher 
Die Angabe „berührsicher” bedeutet im Zusammenhang mit 
den SAB HV Sensoren Folgendes: 

Die Artikel wurden derartig konstruiert und geprüft, dass für 
einen Anwender keine Gefahr eines elektrischen Schlages 
besteht, wenn er die Leitung berührt während die Messspitze 
leitend mit einem Bauteil verbunden ist, dass die angeführte 
Bemessungsspannung nicht überschreitet. Es ist hierbei 
immer angegeben, bis zu welcher Schicht diese Sicherheit 
gegeben ist. Einige Artikel haben z.B. einen farbigen Innen -
mantel der anzeigt, wann mechanische Abnutzung diese 
Sicherheit bedroht, andere Artikel haben als Multikabel Teil -
elemente, über deren Paarmantel bereits diese Sicherheits -
anforderung erfüllt wird. 

Aufgrund der Verwechselbarkeit mit dem Normbegriff 
„berührbar” ist der nicht durch eine Norm vorbelegte Begriff 
„spannungssicher” bevorzugt für diese Eigenschaft zu 
verwenden. 

  Bemessungsspannung 
Die Bemessungsspannung ist die Spannung nach der unsere 
Artikel bemessen und auf die bestimmte Betriebseigen -
schaften bezogen werden. 

  Berührungsschutz 
Konstruktive Vorkehrung an elektrische Betriebsmittel wie 

Messzubehör, die dem Schutz vor zufälliger Berührung unter 
Spannung stehender Teile dienen (z.B. Isolierung). Der Begriff 
„Berührungsschutz“ ist mit einer Spannungsangabe verbun -
den, die eine Obergrenze elektrischer Spannung nennt, bis zu 
welcher dieses Messzubehör sicher betrieben werden kann. 
Diese Obergrenze (Bemessungsspannung) richtet sich auch 
nach der Einsatzumgebung des Messzubehörs. 

  Bipolar (Unipolar) 
Im Zusammenhang mit SAB HV-Sensoren bezeichnet unipolar 
eine Spannung, die - im Gegensatz zu einer echten Gleich -
spannung - zwar nicht das Vorzeichen wechselt, aber einen 
sich ändernden Betrag hat. Genau genommen handelt es sich 
damit um eine Mischspannung aus Gleich- und Wechsel -
spannung. Bipolar bedeutet im Gegensatz zu unipolar, dass 
sich das Vorzeichen der Spannung auch ändern kann. 

 

 

 

 

 

 

 

 

 

 

  Durchschlagsfestigkeit 
Die Durchschlagsfestigkeit (meist angegeben in kV/mm) eines 
Isolators ist diejenige elektrische Feldstärke, welche in dem 
Material höchstens herrschen darf, ohne dass es zu einem 
Spannungsdurchschlag (Lichtbogen oder Funkenschlag) 
kommt. Bei einer statistischen Reihe von Spannungs -
prüfungen zum Durchschlag ist dies die Untergrenze der 
Messwerte. 

  Durchschlagspannung 
Die Durchschlagspannung bezeichnet die Spannung, welche 
notwendig ist, um Strom durch einen Isolator fließen zu lassen. 
Es kommt dann zum elektrischen Spannungsdurchschlag. Bei 
einer statistischen Reihe von Spannungsprüfungen zum 
Durchschlag ist dies die Obergrenze der Messwerte. 

  DC Spannung 
Gleichstrom (DC) engl. DC direct current bezeichnet elektri -
schen Strom, dessen Stärke und Richtung sich zeitlich nicht 
ändert. Batterien und Solarzellen liefern z.B. Gleichstrom. 

  Hochspannung 
Eine elektrische Spannung über 1000VAC bzw. 1500VDC 
wird im Allgemeinen als Hochspannung bezeichnet. In den 
VDE-Vorschriften werden einheitliche Spannungen bis 1kV als 
Niederspannung und über 1kV als Hochspannung bezeichnet. 
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In der elektrischen Energietechnik sind weitere begriffliche 
Unterteilungen der Hochspannung in die Unterbegriffe 
„Mittelspannung“, „Hochspannung“ und „Höchstspannung 
üblich, wobei die Grenzen nicht einheitlich geregelt sind. Im 
Kontext dieses Glossars meint „Hochspannung“ den Bereich 
60kV und 110kV für die Versorgung kleinerer Städte, der 
Überlandversorgung sowie den Anschluss kleinerer Kraft -
werke. 

Um sich in der Kraftfahrzeugtechnik von den genannten Be -
griffen abzugrenzen und deutlich machen zu können, das es 
sich um Spannungen handelt, die in Kraftfahrzeugen erzeugt 
oder gespeichert werden, wurde der Begriff „Hochvolt“ einge -
führt. Wenn nun von „Hochvolt“ (kurz HV) gesprochen wird, 
so ist eindeutig eine Spannung in Kraftfahrzeugen gemeint, die 
höher als 25V (Wechselspannung) beziehungsweise höher als 
60V (Gleichspannung) ist. Dies hat den Hintergrund, dass der 
Begriff „Hochvolt“ eindeutig auf das Gefahrenpotential hin -
weist. 

  HV-Kennung 
Der Begriff HV-Kennung meint die Kennzeichnungen der 
Leitungen und Verbindungskomponenten der HV Sensoren. 
Die Verbindungskomponente wird mit einer orangenen Knick -
schutztülle sowie einem „Danger“ Etikett gekennzeichnet, die 
Messleitung mit einem entsprechenden Kennstreifen in oran -
ge. Diese Signalfarbe warnt vor den neuen Gefahrenquellen in 
Hybrid- und Elektrofahrzeugen. Die Verwendung oder Kenn -
zeichnung mit der Farbe orange, (umgangssprachlich „Hoch -
volt-Orange“) finden sich in der Norm ISO 6469-3 und ECE-
R 100 wieder. 

  Isolierung 
Basisisolierung: 
Isolierung von gefährlich aktiven Teilen, die einen Basisschutz 
sicherstellt. 

Zusätzliche Isolierung: 
unabhängige Isolierung, die zusätzlich zur Basisisolierung an -
gewendet wird, um den Schutz gegen elektrischen Schlag im 
Fall eines Versagens der Basisisolierung sicherzustellen. 

Doppelte Isolierung: 
Isolierung, die aus der Basisisolierung und der zusätzlichen 
Isolierung besteht. 

Verstärkte Isolierung: 
Isolierung, die Schutz gegen elektrischen Schlag bietet, der 
nicht geringer ist als der Schutz durch doppelte Isolierung. 

  Isolierte Messspitze 
Bei der „Messspitze isoliert” wird die blanke Messspitze her -
metisch verschlossen. Die Isolierung an der blanken Stelle 
(Messspitze) ist stärker als die Basisisolierung, jedoch schwä -
cher als die verstärkte Isolierung. Sie erfüllt jedoch die Krite -
rien für eine Spannungsfestigkeit von 1000V AC und gilt als 
berührsicher. 

Bei der „Messspitze mechanisch isoliert” wird die blanke 
Messspitze mit einer zusätzlichen Basisisolierung versehen, 
die jedoch messspitzenseitig offen ist. Sie bietet keinen 
Berührschutz, erfüllt aber die Kriterien für 1000V AC. Beim 
Versagen der Isolierung besteht kein zusätzlicher Schutz mehr 

im Bereich der Messspitze. 

  Kriechstrecke (gemäß IEC 61010-031) 
Die Kriechstrecke ist der kürzeste Abstand entlang der 
Oberfläche eines festen Isolierwerkstoffes zwischen zwei 
leitfähigen Teilen. Kriechstrecke bei Messzubehör bedeutet 
die bei bestimmungsgemäßem Gebrauch kürzeste Strecke 
entlang der Oberfläche eines Isolierstoffes zwischen einem 
berührungsgefährlichen Teil und einem Körperteil des Anwen -
ders. 

  Luftstrecke (gemäß IEC 61010-031) 
Die Luftstrecke ist definiert als kürzeste Entfernung in Luft 
zwischen zwei leitenden Teilen. 

  Norm-Prüffinger 
Der Prüffinger dient dem Zweck, die (Nicht-)Berührbarkeit 
aktiver Teile durch den menschlichen Finger zu simulieren. Die 
Abmessungen sind in der EN 61010-031 festgelegt. Es wird 
unterschieden zwischen starrem Prüffinger und Gelenk -
prüffinger. 

  Prüfspannung 
Prüfspannung ist die Spannung, der ein Prüfling (Steckver -
binder, Leitung, andere Komponenten) bei vorgegebener 
Handhabung ohne Durch- oder Überschlag standhält. Diese 
Spannung ist deutlich höher als die angegebene Bemes -
sungsspannung. 

Gängige Größenordnungen sind 2xUnenn + 1000V. 

  Stückprüfung 
Konformitätsprüfungen an jeder einzelnen Einheit während 
oder nach der Fertigung. 

  Spannungssicher / Spannungsfestigkeit 
Ggf. noch beschreiben. 

  VDE 
Der VDE, ursprünglich Verband Deutscher Elektrotechniker, 
seit 1998 Verband der Elektrotechnik, Elektronik und Informa -
tionstechnik, engagiert sich für die Wissenschaften dieser 
Bereiche sowie der darauf aufbauenden Technologien. Ar -
beitsschwerpunkte des VDE sind die Sicherheit in der Elektro -
technik, die Erarbeitung anerkannter Regeln der Technik als 
nationale und internationale Normen sowie Prüfung und Zertifi -
zierung von Geräten und Systemen. 
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